
“Call or Click”

Interior Facility
Directory Systems

Construction

- Interior use only
- Extruded aluminum frame
- Frame: 1 - 1/4” face, 1 -3/4”
  depth
- Double strength 1/8” clear
  glazing
- Acrylic extruded namestrips
- Concealed hinges
- 3” header with copy

Finishes

- Satin Anodized
- Black Anodized
- Dark Bronze Plated
- Mirror Bronze Plated
- Satin Bronze Plated
- Bright Chrome Plated
- Acrylic Polyurethane Colors

Namestrips

- Reveal Strip
  1/2” High x 10” Wide
  (standard)
- 1” High x 10” Wide (optional)
- Black, White, architectural
  brown, gray, beige, standard
  colors.
- Custom colors available upon 
  request.
- Easy replacement system

Options

- Map & Logo panels available
- Custom graphics
- With or without header
- Recess mounting
- Custom PMS frame colors

Sizes & Capacities
  No of
Columns
     1
     1
     1
     1
     2
     2
     2
     2
     3
     3

1/2” Strip
Capacity
     24
     36
     60
     80
     48
     72
    120
    160
    180
    240

 1” Strip
Capacity
    12
    18
    30
    40
    24
    36
    60
    80
    90
   120

  Directory Size
(Width x Height)
     13” x 18”
     13” x 24”
     13” x 36”
     13” x 48”

  23 - 1/4” x 18” 
  23 - 1/4” x 24”
  23 - 1/4” x 36”
  23 - 1/4” x 48”
  33 - 1/2” x 36”
  33 - 1/2” x 48”   
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